GENERAL NOTES
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CURB RAMPS

FOR SIDEWALKS
s : P
~ DETAL B o ks e STANDARD 424G01-05

TRUNCATED DOME DETAL

P, N TRIANGULAR PATTERN
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DETECTABLE WARMNGS DETAL

CURB RAMPS
FOR SIDEWALKS

< 2
STANDARG 424001--0%

FINISHED PAVEMENT 1/8” TO
1/4” ABOVE CURB FLAG

3R
- 3/4" PER FT.
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COOK
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FED. ROAD DIST. NO. 1 IILLINOIS! HIGH PRIORITY PROJECT

CONTRACT NO. 83915

VARIES

/ /

EXTEND PAVEMENT BASE COURSE TO
OVIDE__A MINIMUM 6" LAYER OF
COMPACTED CA6 UNDER THE CURB.

5 REBARS, 10" LONG CENTERED OVER

UTILITY TRENCHES AND 2 NO 5 DOWEL BARS AT

EXPANSION JOINTS

EVERY
SAW CONSTRUCTION JOINTS EVERY 15", 3" DEPTH

B6:12 CURB & GUTTER MODIFIED

- /
SIS

NOT TO SCALE

COURSE, SUPERPAVE, MIX "C”, N50

\\\/

RINGS

PROPOSED:
SAND FILL

CONSTRUCTION PROCEDURES
STAGE | (BEFORE PAVEMENT MILLING)

|
i
|
|

\CON CRETE ADJUSTING

A) REMOVE A MINIMUM OF 12 OF THE PAVEMENT FROM

AROUND THE STRUC

9
METAL PLATE.

B) REMOVE THE EX|STING FRAME AND LID FROM, THE STRUCTURE.
COVER THE STRUCTURE OPENING WITH A 36" DIAMETER

D) BACKFILL WITH CRUSHED STONE AND A MINIMUM 1 1/2”
THICK BITUMINOUS MATERIAL APPROVED BY THE ENGINEER.

PROPOSED LEVELING BINDER (MACHINE METHOD) STAGE Il (AFTER PAVEMENT MILLING)

A) REMOVE THE BiTUMINOUS MATERIAL AND CRUSHED STONE.
PROPOSED HOT MIX ASPHALT SURFACE ) g INSTALL THE FRAME ANID LIDS ADJUST THE FRAME TO ITS

B
FINAL SURFACE ELEVATION.

C) THE SURROUNDING SPACE_SHALL BE FILLED WITH CLASS S|
CONCRETE TO THE ELEVATION OF THE SURFACE OF THE

EXISTING BASE COURSE.

PROPOSED
SAND FILL

oot~

W40}

w-Tion-as

SYMBOLS

Sign on artable o permonent waport

Flagger ity afhs centrol sign

3
B < aru witn g lant

Tyse i barricot with Louting Tghty

1-a(0)-28

SPACING TABLE

el deviss

orticucon ot

w20-5(0-c8

GENERAL NOTES

AN dimansicns ars 1n minetess (inchas)
aness. otherwse shown.

URBAN_LANE CLOSURE,
2L, 2W, UNDIVIDED

STANDARD 701501-04

SAW-—-CUT (COST IS }\l

INCIDENTAL)
SRR

\— EXISTING PAVEMENTJ /

HOT MIX ASPHALT SURFACE  /
REMOVAL (FOR BUTT JOINT)
(INCIDENTAL TO SURFACE REMCVAL SPECIAL)

BUTT JOINT AND TAPER DETAIL

NOT TO SCALE

THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO THE APPLICABLE
EQE&ISQEH%ESSECTION 353, 406, 602, AND 803 OF THE STANDARD

LOCATION OF STRUCTURES
JHE, CONTRAGTOR WILL BE REQUIRED TO KEEP A RECORD OF THE LOCATIONS

THE BURIED STR! UCT RES ACCORDING TO THE STATION AND DISTANCE LEFT
T OF THE CENTERLINE OF PAVEMENT. UPON COMPLE ON OF THE WORK

RIGH
THE CONTRACTOR WILL DELIVER THE RECORD TO THE ENGINEER.

BASIS QF PAYMENT
FRAMES AND LIDS TO BE ADJUSTED (SPECIAL)

NOTES

EXlSTING BROKEN FRAMES AND LiDS_SHALL BE REMOVED
D DISPOSED OF THE CONTRACTOR AND SHALL BI

C ENCINEER REPLACEMENT
MES AND LIDS WILL BE PAID FOR ACCORDANCE WiTH

ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS UNLESS

A SEPARATE PAY ITEM HAS BEEN PROVIDED.

IFJTHE EXISTING LiDS_ARE OPEN THE FRAME WILL Bl

SURFACE PRIOR TO THE ILLING OPERATION. THE FRAME
WILL NOT BE REMOVED AND COVERED BY THE METAL PLATE.

THE METAL PLATE USED TO COVER THE STRUCTURE SHALL
REMAIN THE PROPERTY OF THE CONTRAI

FRAMES AND LIDS TO BE ADJUSTED (SPECIAL)

NOT TO SCALE

REVISIONS pesieNeD:  TJT TTLE: SCALE NONE
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